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Environmental Protection Agency § 63.453

§§ 63.448–63.449 [Reserved]

§ 63.450 Standards for enclosures and 
closed-vent systems.

(a) Each enclosure and closed-vent 
system specified in §§ 63.443(c), 63.444(b), 
and 63.445(b) for capturing and trans-
porting vent streams that contain HAP 
shall meet the requirements specified 
in paragraphs (b) through (d) of this 
section. 

(b) Each enclosure shall maintain 
negative pressure at each enclosure or 
hood opening as demonstrated by the 
procedures specified in § 63.457(e). Each 
enclosure or hood opening closed dur-
ing the initial performance test speci-
fied in § 63.457(a) shall be maintained in 
the same closed and sealed position as 
during the performance test at all 
times except when necessary to use the 
opening for sampling, inspection, 
maintenance, or repairs. 

(c) Each component of the closed-
vent system used to comply with 
§§ 63.443(c), 63.444(b), and 63.445(b) that 
is operated at positive pressure and lo-
cated prior to a control device shall be 
designed for and operated with no de-
tectable leaks as indicated by an in-
strument reading of less than 500 parts 
per million by volume above back-
ground, as measured by the procedures 
specified in § 63.457(d). 

(d) Each bypass line in the closed-
vent system that could divert vent 
streams containing HAP to the atmos-
phere without meeting the emission 
limitations in §§ 63.443, 63.444, or 63.445 
shall comply with either of the fol-
lowing requirements: 

(1) On each bypass line, the owner or 
operator shall install, calibrate, main-
tain, and operate according to manu-
facturer’s specifications a flow indi-
cator that provides a record of the 
presence of gas stream flow in the by-
pass line at least once every 15 min-
utes. The flow indicator shall be in-
stalled in the bypass line in such a way 
as to indicate flow in the bypass line; 
or 

(2) For bypass line valves that are 
not computer controlled, the owner or 
operator shall maintain the bypass line 
valve in the closed position with a car 
seal or a seal placed on the valve or 
closure mechanism in such a way that 

valve or closure mechanism cannot be 
opened without breaking the seal. 

[63 FR 18617, Apr. 15, 1998, as amended at 64 
FR 17563, Apr. 12, 1999]

EFFECTIVE DATE NOTE: At 68 FR 37348, June 
23, 2003, § 63.450 was amended by revising 
paragraph (d)(1) effective August 22, 2003. For 
the convenience of the user, the revised text 
is set forth as follows:

§ 63.450 Standards for enclosures and 
closed-vent systems.

* * * * *

(d) * * *
(1) On each bypass line, the owner or oper-

ator shall install, calibrate, maintain, and 
operate according to the manufacturer’s 
specifications a flow indicator that is capa-
ble of taking periodic readings as frequently 
as specified in § 63.454(e). The flow indicator 
shall be installed in the bypass line in such 
a way as to indicate flow in the bypass line; 
or

* * * * *

§§ 63.451–63.452 [Reserved]

§ 63.453 Monitoring requirements. 
(a) Each owner or operator subject to 

the standards specified in §§ 63.443(c) 
and (d), 63.444(b) and (c), 63.445(b) and 
(c), 63.446(c), (d), and (e), 63.447(b) or 
§ 63.450(d), shall install, calibrate, cer-
tify, operate, and maintain according 
to the manufacturer’s specifications, a 
continuous monitoring system (CMS, 
as defined in § 63.2 of this part) as speci-
fied in paragraphs (b) through (m) of 
this section, except as allowed in para-
graph (m) of this section. The CMS 
shall include a continuous recorder. 

(b) A CMS shall be operated to meas-
ure the temperature in the firebox or 
in the ductwork immediately down-
stream of the firebox and before any 
substantial heat exchange occurs for 
each thermal oxidizer used to comply 
with the requirements of § 63.443(d)(1) 
through (d)(3). Owners and operators 
complying with the HAP concentration 
requirements in § 63.443(d)(2) may in-
stall a CMS to monitor the thermal ox-
idizer outlet total HAP or methanol 
concentration, as an alternative to 
monitoring thermal oxidizer operating 
temperature. 

(c) A CMS shall be operated to meas-
ure the following parameters for each 
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